






The DVC is perfectly suitable for the exhaustion of harmful dusts until dust category M (particularly mineral dusts) 
and is equipped with a volume fl ow control including an acoustically signal transmitter. 
The costs of operation are extremely low through the manual cleanable fi lter cartridge.

The machine combines mobility with high exhaustion power.
For easy dust removal, the housing cover is tiltable.

Optional SYN AIR accessories

DVC DUST VACUUM CLEANER
IF YOU H AV E NO E X H AUS TION AVA IL A BLE ,  YOU CA N BU Y OU R PE RFECT BA L A NCE D A ND 

MOBILE DVC DUS T VACU U M CLE A NE R A DDITION A L .

TECHNICAL CHARACTERISTICS
Connection voltage (V) .............................................................................. 400
Driving power (kW) .......................................................................................1,1
Rated current (A) ........................................................................................2,39
Rated frequency (Hz) ....................................................................................50
Pre-fuse (A) .....................................................................................................16
Max. depression (Pa) ..............................................................................2.000
Max. depression (m³/h) .........................................................................1.140
Compressed air connection (Inch) .........................................................1/4’’

Sound intensity level (dB (A)) ......................................................................73
Filter surface (m²) ........................................................................................9,4
Number of fi lters (pcs.) ..................................................................................1
Filter material .....................................................................dust category “M”
Filter cleaning ....................................................................................... manual
Weight (kg) ................................................................................................... 110
Aspiration hole (mm) ................................................................................. 125
Dust capacity (l) .............................................................................................45
Dimensions (l x b x h in mm)........................................1.150 x 670 x 1.470
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Unless otherwise stated, 
whenever the masculine gender is used, both men and women are included.


